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F E A T U R E S
• 7-inch backlit high-contrast color LCD screen

• 4G LTE cellular

• High-definition Ascent Camera for still photos

• Photo push notifications

• 2 Wiegand inputs

• Ascent Connect integration

• Control up to 2 gates/doors

• Cloud-based access control management

• Up to 10,000 app, text, and voice users

• Configurable keypad code length (4 to 6 digits)

• Rollover calling—up to 3 phone numbers per address

• Location-Based Access Control (LBAC)

• Push and/or email event and status notifications

L O C A T I O N - B A S E D  A C C E S S  C O N T R O L
Users must be within a defined distance 
from the unit to open the gate or door.

V I B R A N T,  D A Y  O R  N I G H T
Visibility is superb day or night with the 
7-inch backlit high-contrast color LCD screen.

G E T  C O N N E C T E D  E V E R Y  T I M E
Assign multiple phone numbers to each 
address to be called one after the other, 
ensuring a connection is always made.

N O - N O N S E N S E  I N T E R F A C E
Navigating the on-screen resident directory 
couldn’t be any easier for guests. Simply find 
your party and press a button to call.
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S P E C I F I C A T I O N S C O N T R O L  I T  Y O U R  W A Y

16.53″(H) x 10.50″(W) x 4.74″(D)

17 lbs.

Dimensions

Shipping Weight

PHYSICAL
APP

TEXT

VOICE

DIRECTORY CALL

KEYPAD*

CALL BUTTON

WIEGAND DEVICES

* Because keypad codes are managed via Summit Control, they cannot be added or deleted without an active service plan.
† Monthly bill covers the cost of the SIM card, actions gateway, servers, maintenance, development, app, and tech support.

G E T  S T A R T E D  N O W !

vis i t  summitcontrol.com
We do ALL the legwork for you!

PAY JUST ONE  BILL!†

Unit includes a GSM SIM card
ready for activation.

-15 to 158 °F

12–24 VAC/DC
12-VDC transformer included (PS-12DC2)

dependent on user settings
Unit requires constant power source and is not 

recommended for solar applications

10 A @ 120 VAC / 24 VDC

250 VAC / 30 VDC

15 A

240 W / 2,770 VA

Operating Temperature

Contact Rating

Max Switching Voltage

Max Switching Current

Max Switching Power

Input

Current Draw

ENVIRONMENTAL

RELAY

ELECTRICAL

  Actual voltage should be no more than 10% beyond specified range.
     Use of the included 12-VDC transformer is recommended.

4G LTECellular Network
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