
All-In-One Receiver

The only receiver you will ever need.



All-In-One Receiver

Receiver Card Specifications

• Operating Frequency
RCS-433RC  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 433MHz
RCS-418RC  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 418MHz
RCS-318RC  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 318MHz
RCS-310RC  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 310MHz
RCS-300RC  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 300MHz
RCS-295RC  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 295MHz

• Receiver Type  . . . . . . . . . . . . . . . . . . Superheterodyne: AM/ASK

Receiver Housing Specifications

• Operating Frequency

– Use any two RCS receiver cards simultaneously

• Includes Internal 4.7 Kohm pull-up resistor

• Operating Formats

– 26-bit Wiegand

– 30-bit Wiegand

– Bus-485

– Stand-Alone Dry contact Relay output NO/NC

• With Internal memory card options up to 500

• Power Supply . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12/24 V ac/dc

• Housing Rating  . . . . . . . . . . . . . . . . . . . . . . . . . . . IP 55 or NEMA 12

• Overall Demensions  . . . . . . . . . . . . . . . . . . . . . . 4.25 x 4.25 x 2.25 
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