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Programming Menu for  
SOMMER Wireless Keypad (310 MHz)

StEP 1: KEyPad activatiOn (fiRSt uSE Only)
1. Press the # button until the red and green LEDs light up (5–6 sec.)

StEP 2: PROgRaMMing accESS cOdE
1. Press * button on the Keypad
2. Press 0000 (code from factory)
3. Press * button
4. Press desired access code (max. eight digits)
5. Press * button (red and green LEDs light up)

StEP 3:  PROgRaMMing KEyPad tO  
cOntROl HOuSing

1. Press Learn button on control housing once (solid LED)
2. Enter access code immediately on the Keypad
3. Press * button
4. Enter code again (door will activate)

WE StROngly SuggESt attacHing tHE RESEt SticKER tO tHE cOntROl HOuSing!

cHanging tHE accESS cOdE
1. Press * button on the Keypad
2. Enter existing access code
3. Press * button
4. Enter new access code (max. eight digits)
5. Press * button (red and green LEDs light up)

Note: 0000 (factory setting) will activate door. To change 
the access code see “Changing the access code” (above).
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ERaSE accESS fROM KEyPad
(This is helpful when you don’t remember  
the access code)

1. Press * button on the Keypad
2. Press # button
3. Enter 9 digit reset code
4. Press * button
5. Press # button (red and green LEDs light up)


